
RED RHINO 3000 SERIES MINI CRUSHER 

TECHNICAL SPECS 
Crusher:    Single toggle jaw crusher,  

   14% manganese steel reversible Jaws. 

Power Source:   Diesel, Electric 

Jaw Aperture:    500mm x 250mm 

Output:    Up to 20 tonnes per hour has been achieved. 

Output Size:     Hydraulic adjustment, choice of 10mm–100mm. 

Hydraulic Supply: 80litres/min @ 150 bar with a conveyor and 60llitres/min               

   with chute via tractor, skidsteer, powerpack 

Unique:    Hydraulic reversible jaw action, reversible jaw plates   

   (2 “lives”).  

   It can crush a full UK  kerbstone in under 45 seconds. 

Options:    Conveyor mounted screener attachment  

    Skid mounted, Three point linkage, trailer mounted 

  

    

 

DIMENSIONS 

Length:     2947mm         

Width:   1295mm   

Loading Height:   1855mm  

Weight:    1740kgs (subject to specification)   

 



RED RHINO 3000 SERIES MINI CRUSHER 

Red Rhino Crushers (UK) Ltd, Alma Park Road, Alma Park Industrial Estate, Grantham, Lincs. NG31 9SE 

Tel: 01476 590 790    Fax: 01476 593 821    Email: info@redrhinocrushers.net 

 

 

 

 

 

                                                        

 

                                                            

 

 

 

 

                                                      

 

 

 

 

 
                                                           

 

 
     

   

 

 

 

               

                                          

WATCH THE VIDEOS ON WWW.REDRHINOCRUSHERS.COM 


