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Transport dimensions + weight (without options):
Length: 14,20 m | 46.6 ft 
Width: 2,90 m | 9.6 ft 
Height:   3,20 m | 10.5 ft
Weight: ~ 29,5 t |     65,100 lbs

Features and benefits  
•	 Rapid set-up & shutdown time

•	 Direct feeding chute

•	 Best accessibility

•	 Easy operation

•	 Hydraulically folding tipping grid

•	 Tipping grid 180° rotatable

•	 Hydraulically folding walkway

•	 Hydraulic screen angle adjustment

•	 Toolless ratchet screen tensioning

•	 Low feeding height 

Flexible, CompaCT and poWeRFUl

dimensions operating position:
Length: 17,00 m  | 55.8 ft 
Width: 14,60 m  | 47.9 ft
Height:   4,70 m  | 15.5 ft

mobile Screening plant

3-Deck-Screening Plant

Screen surface:  4.200 x 1.500 mm | 166 x 60 in
Feed hopper:  7,7 m³ | 10.1 yd³
Drive unit:  Diesel engine
Hydraulic: Load Sensing

Options upon request

Feeding height:  ~ 3,4 m | 11.2 ft

Discharge heights:
Main belt, fines:  ~ 4,0 m | 13.2 ft
Left belt, coarse fraction:   ~ 3,7 m | 12.2 ft
Left belt, mid-size fine:  ~ 3,8 m | 12.5 ft
Right belt, mid-size coarse:       ~ 3,8 m | 12.5 ft

31
40

14200

32
00

4840


